For MX Caliper dimensions see DS2500

3 off Caliper mounting bolts M12 grade 8.8 and nuts grade 8, tightening torque 80 Nm - Not supplied with caliper

Controller

Caliper constructed from spheroidal graphite cast iron
Actuator constructed from aluminium alloy

Braking Force: 6kN (adjustable to 50%)
Brake Pads: 104 cm² asbestos free. This caliper must be used with Twiflex brake pads. The use of any other brake pad will invalidate the warranty.

Pad wear allowance: 7mm (5mm for MX40)
Weight: 7.0kg MX Caliper only
8.7kg Actuator only
5.5kg Controller only

Application Time: 0.4sec. max. braking force
0.7sec. min. braking force

Power Consumption: 8W Hold
Electrical Rating: Continuous
Operations per Hour: 720 max continuous

<table>
<thead>
<tr>
<th>Calipers</th>
<th>Actuator</th>
<th>Controllers</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>Type</strong></td>
<td><strong>Part Number</strong></td>
<td><strong>Type</strong></td>
</tr>
<tr>
<td>MX</td>
<td>6780685</td>
<td>EA</td>
</tr>
<tr>
<td>MX25</td>
<td>6780710</td>
<td></td>
</tr>
<tr>
<td>MX30</td>
<td>6780711</td>
<td></td>
</tr>
<tr>
<td>MX40</td>
<td>6780712</td>
<td></td>
</tr>
</tbody>
</table>

4 holes Ø8.5 (Ø7)

Standard Cabinet
250 x 250 x 155mm (IP66)

Cable Glands
2 x 120mm
1 x 13mm