**Title:** WT S/A

**Characters OR <TEXT> PER BOBCAT STD PR-AH**

**PRIPRAVOK A**

**Dwg. No./Sht.** 1/2

**Scale 2.000**

**Dimensions:** 376.45 cm², 1.474 kg

**Warning:**

The export or reexport of this drawing or a product produced by this drawing is subject to the U.S. Export Administration Regulations and other governmental restrictions. Any use, disclosure or reproduction of this drawing (including the information contained herein) is subject to the restrictions set forth in the Export Administration Regulations, or other applicable laws.

**Copyright:**

The export or reexport of this drawing or a product produced by this drawing is subject to U.S. Export Administration Regulations and other governmental restrictions. The information contained herein is subject to the restrictions set forth in the Export Administration Regulations, or other applicable laws.

**Proprietary Notice:**

This document contains confidential and proprietary information. It is the property of Bobcat Company and is given to the receiver in confidence. The receiver, by reception and retention of the document, accepts the document in confidence and agrees that, except as authorized in writing by Bobcat Company, it will (1) not use the document or any copy thereof or the confidential or trade secret information therein; (2) not copy the document; (3) not disclose to others either the document or the confidential or trade secret information therein; and (4) upon completion of the need to retain the document, or upon demand, return the document, all copies thereof, and all materials copied therefrom.

**Table of Parts:**

<table>
<thead>
<tr>
<th>QTY</th>
<th>DESCRIPTION</th>
<th>PART NO.</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>VYPINATELNY MAGNET</td>
<td>-</td>
</tr>
<tr>
<td>1</td>
<td>SCREW M4-20</td>
<td>-</td>
</tr>
<tr>
<td>2</td>
<td>KONZOLA A</td>
<td>-</td>
</tr>
<tr>
<td>1</td>
<td>KOLIK</td>
<td>-</td>
</tr>
</tbody>
</table>

**Tolerances:**

- **Unless otherwise specified machined:**
  - Surface max. roughness: 3.2 µm
- **Sheetmetal bend rad. tolerance:**
  - X ±2.5
  - X.X ±1.0
  - X.XX ±0.25
  - Angular ±1°
  - Fillets & radii ±1.5

**Material:**

- UNLESS OTHERWISE SPECIFIED

**Material Code:**

- PROPRIETARY NOTICE

**Copyright:**

© Bobcat Company

West Fargo, North Dakota, USA

**Initial Edn.:** 1

**Rev.:** 0

**Date:** 03/15/16

**Sheet No.:** 1

**Document No.:** PRIEVATOK_A

**Dimensions:** 21.45 cm x 38.13 cm

**Scale:** 1:4

**Notes:**

- WARNING
- COPYRIGHT
This document contains confidential and trade secret information, is the property of Bobcat Company, and is given to the receiver in confidence. The receiver, by reception and retention of the document, accepts the document in confidence and agrees that, except as authorized in writing by Bobcat Company, it (1) will not use the document or any copy thereof or the confidential or trade secret information therein; (2) will not copy the document; (3) will not disclose to others either the document or the confidential or trade secret information therein; and (4) upon completion of the need to retain the document, or upon demand, will return the document, all copies thereof, and all materials copied therefrom.

Scale 2.000