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6.1  

6.1.1  

 

 

Brno 

615 00 

6.1.2  

Atelier Habina s.r.o. 

 

Brno 

602 00 

6.1.3   

Druh stavby:  Novostavba 

 Mediumpa  

     

  

 

6.1.4  

 

 

 

6.1.5  

6.1.5.1  

-Line 

 



 5 
 

6.1.5.2    

Tabulka 1 - T  [6], [7], [9], [12], [13]  

 Vlastnosti 

MAPEI Mapegum WPS 

 

-  

-  

-  

MAPEI Primer G  

-  25 kg 

-  

-  0,2 kg/m2 

MAPEI Mapeband PE 120 

 
-   

S-Line Special 

 

-  

-  

rach 

RAKO Unistone 

 

-  

-  

MAPEI Ultracolor Plus 

hmota 

-  

- 

 

MAPEI Mapesil AC  
-  

-  

 

 

Tabulka 2 -  [6], [7], [9], [12], [13] 

 Doprava Manipulace  

MAPEI Mapegum 

WPS 

 
  

 

MAPEI Primer G 
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MAPEI Mapeband 

PE 120 

 
   

S-Line Special 

 
 

Bez 

  

 

RAKO Unistone 

 

 

 

manipulaci  

 
podkladu. 

MAPEI Ultracolor 

Plus 

hmota 
   

 

MAPEI Mapesil 

AC    
expirace. 

 

 

y). Je povoleno 

 

. 

6.1.6  

6.1.6.1  

  

 

anhydri  
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6.1.6.2  

 

 

6.1.6.3  

 

  dispozici 

 

6.1.6.4  

-  

-  

-  

-  

-  

-  

-  

- Metr 

-  

-  

-  

-  

-  

6.1.7   

- 

 

- 

v 

kontaktu s vodou (podlahy v 

 

 

-  

s 
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- v 

 

 

 

lepidlo z  

- 

 

- 

 

- 

 [6]  
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6.1.7.1  

 

1 -   
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6.1.8 Pracnost 

 

struktury). 

6.1.9  

Pro 

  

  Obklady 

 

 

-  

-  

-  

-  

-  

-  

-  

-  

 [17] 

6.1.10  

 

6.1.10.1  

-   

 

s  

- OZP a PO. 

-   

 

-  

-  

- 
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V 

 

- 

 

- 

 

- 

na be

 

- 

). 

6.1.10.2  

Tabulka 3 - zik 

Riziko  

 
 

k 
 

 
 

(obuv) 
  

 

 

 

 
 

6.1.11  

93/2016 Sb. 

 

 

 

Tabulka 4 -  [21] 

 
Druh odpadu 

Kategorie 
odpadu 

 

15 01 01  O Recyklace 
15 01 02  O Recyklace 
17 01 03  O Recyklace 
17 01 07  O  
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6.2  

6.2.1  

 

 

Brno 

615 00 

6.2.2  

Atelier Habina s.r.o. 

 

Brno 

602 00 

6.2.3  

Druh stavby:  Novostavba 

  

    

  

 

6.2.4  

 

v 

 

v  

6.2.5  

6.2.5.1  

 11,5 AKU, 

 Wienerberger, 
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6.2.5.2  

 

Tabulka 5 -   [3], [5], [11], [15], [22], [23], [24], [25] 

 Vlastnosti 

TBG Malmix  

- 

 

-  

Porotherm 8 P+D  

- hmotnost bloku 9,5 kg 

-  mm 

-  

Porotherm 11,5 AKU  

 

- hmotnost bloku 11,8 kg 

-  

-  

Porotherm 14 P+D  

- hmotnost bloku 14,4 kg 

-  

-  

Isover N tl. 20 mm  
- 120 x 60 cm 

-  

Ceresit whiteteq  

- 750 ml 

-  

-  

Dekglass G200  

- v roli 7,5 m x 1,0 m 

-  

-  

 
-  

-  

 -  

 

tohoto 
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Tabulka 6 - [1], [3], [5], [11], [15], [22], [23], [24], [25] 

 Doprava Manipulace  

TBG Malmix 
 

 

 

tenkou vrstvou vody 

hodin 

Porotherm 8 P+D 
 automobil  

podkladu max. 3 
 

Porotherm 11,5 
AKU  

 
automobil  

Na p
podkladu max. 3 

 
Porotherm 14 
P+D 

zdivo 
automobil  

podkladu max. 3 
 

Isover N tl. 20 mm 
    

Ceresit whiteteq 
   

12 

 

Dekglass G200 
  

Bez 
 

expirace. 

Wienenberger    

   poloze. 
 

v  [22], [23], [24] 

6.2.6  

6.2.6.1  

 

  

stavby. 
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6.2.6.2  

Pra   a 

 

6.2.6.3  

 

5 

 

 

 

 [15] 

6.2.6.4  

-  

-  

-  

-  

6.2.7  

-  

- 

v  

-   

 

-  
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- 

 x 

 

-  

 

- 

 

- 

  

-  

je o cca 3   obou 

 [22], [23], [24] 
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6.2.7.1  

 

2 -  
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6.2.8 Pracnost 

 

struktury). 

6.2.9  

). Kontrola bude 

 libelou. 

 : 

-  

-  

-  

-  

- Rovinnost zdiva 

- Kont  

-  

-  

V 

 

: 

- Odchylka svislosti v 20 mm -2 

- -2: 

  m, 

 =10 . 

- -2 

-  

 4 m, 

 8 m, 

 

. 

-  

 4 m, 

 8 m, 
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- Odc  

 20 16 m,  [16], 

[18] 

6.2.10  

 

6.2.10.1  

- 

 tec

s  

-  

-   

 

- rany na 

 

-  

- 

   

V ny budou 

 

- 

 

- 

 

- 

 

- 

). 
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6.2.10.2  

Tabulka 7 -  

Riziko  

 
 

k 
 

 
(obuv) 

 
(malta)  

 
 

 
manipulace s maltou 

 

  
s  

 
 okopovou 

 

6.2.11  

 

y. 

 

Tabulka 8 - 21] 

 
Druh odpadu 

Kategorie 
odpadu 

 

15 01 01  O Recyklace 
15 01 02  O Recyklace 
17 01 03  O Recyklace 
17 01 07  O  

17 06 04 
 

O  

15 01 11 
 

NO  
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