
B-B

11,289 kgS235JR (11 375)úhelník_lozisko  Popis52
330,0
00 
mm

1,453 kgSteel, MildISO 657-2 - 60x 40x 
6-330

  Hot-rolled steel sections - Part 2: 
Unequal-leg angles

51

330,0
00 
mm

0,608 kgSteel, MildISO 657-1 - 
L40x40x3-330

  Hot-rolled steel sections - Part 1: Equal-leg 
angles

50

410,0
00 
mm

1,058 kgSteel, MildISO 657/14 - 40x40x2.5 
- 410

  Hot-rolled steel sections - part 14: 
hot-finished structrual hollow sections - 
Dimensions and sectional properties

49

800,0
00 
mm

1,087 kgSteel, MildISO 657/14 - 40x40x2.5 
- 400

  Hot-rolled steel sections - part 14: 
hot-finished structrual hollow sections - 
Dimensions and sectional properties

48

41,587 kg kolečko  Popis47
30,016 kgSteel, MildDIN 609 - M8 x 25-13  Hexagon Fit Screw46
10,067 kg retez_novy  Popis45
20,172 kgSteel, MildCSN 02 1143 - M16 x 90  HHexagon socket head cap screws44
20,022 kgGenericmufna   43
111,834 kg 001   42
10,153 kgGenerichnaci kolo   41
16,157 kg sestava_motor_moment   40
11,615 kgSteelShaft   39
11,117 kg napínák_retezu   38
10,190 kgGenericjekl_pod_meric_momentu   37
14,058 kg kryt   36
10,000 kgGenericretez   35
10,002 kgRubberCSN 029401 - 30x40x7  Metal insert rubber rotary shaft seals - G34
10,157 kgGenericjekl pod lozisko   33
10,127 kgGenericjekl pod motor   32
10,000 kgGenericJeklblok_pravy   31

1980,
000 
mm

0,944 kgSteel, MildISO 657/14 - 40x40x2.5 
- 330

  Hot-rolled steel sections - part 14: 
hot-finished structrual hollow sections - 
Dimensions and sectional properties

29

740,0
00 
mm

2,059 kgSteel, MildISO 657/14 - 40x40x2.5 
- 740

  Hot-rolled steel sections - part 14: 
hot-finished structrual hollow sections - 
Dimensions and sectional properties

28

400,0
00 
mm

0,515 kgSteel, MildISO 657/14 - 40x40x2.5 
- 200

  Hot-rolled steel sections - part 14: 
hot-finished structrual hollow sections - 
Dimensions and sectional properties

27

84,00
0 mm

0,240 kgSteel, MildISO 657/14 - 40x40x2.5 
- 84

  Hot-rolled steel sections - part 14: 
hot-finished structrual hollow sections - 
Dimensions and sectional properties

26

2340,
000 
mm

*Varies*Steel, MildISO 657/14 - 40x40x2.5 
- 780

  Hot-rolled steel sections - part 14: 
hot-finished structrual hollow sections - 
Dimensions and sectional properties

25

720,0
00 
mm

1,029 kgSteel, MildISO 657/14 - 40x40x2.5 
- 360

  Hot-rolled steel sections - part 14: 
hot-finished structrual hollow sections - 
Dimensions and sectional properties

24

1040,
000 
mm

0,686 kgSteel, MildISO 657/14 - 40x40x2.5 
- 260

  Hot-rolled steel sections - part 14: 
hot-finished structrual hollow sections - 
Dimensions and sectional properties

23

1400,
000 
mm

2,002 kgSteel, MildISO 657/14 - 40x40x2.5 
- 700

  Hot-rolled steel sections - part 14: 
hot-finished structrual hollow sections - 
Dimensions and sectional properties

22

10,000 kg Assembly1   21
10,013 kgGenericrychlospojka   20
40,000 kgGenericobjimka_vrch   19
20,001 kgGenericplíšky   18
30,040 kgStainless Steel, 

440C
ISO 4032 - M16  Hexagon nuts, style 1 - with metric fine 

pitch thread. Product grades A and B
17

20,009 kgSteel, MildCSN 02 1741 - 16  Spring washers of rectangular area16
10,000 lbmassGenericjekl_motor   15
70,006 kgStainless Steel, 

440C
ISO 4032 - M8  Hexagon nuts, style 1 - with metric fine 

pitch thread. Product grades A and B
14

30,025 kgSteel, MildCSN 02 1143 - M8 x 50  HHexagon socket head cap screws13
10,154 kgGenericjekl_trojuhelnik   12
10,000 kgGenericjekl_konzola   11
10,031 kgSteel, MildAS 1427 - M10 x 30  ISO metric machine screws10
10,003 kgSteel, MildCSN 02 1703 - 10,5  Washers for cheese head screws and round 

head screws
9

10,000 kgGenericjekl_rameno_1   8
10,000 kgGenericjeklbok   7
10,000 kgGenericJekly_pricne   6
10,147 kgGenericprotikus   5
10,506 kgGenericcerpadlo   4
19,227 kgSteel, Alloyvana_n   3
10,056 kgGenericdistancni_podlozka   2
10,481 lbmassGenericAST_Bearings_UCP206   1
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 ČÍSLO VÝKRESU

Datum
 NAVRHL
 KRESLIL

Autor

LIST: 1 /1 
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BP_002
ČESKÉ
VYSOKÉ
UČENÍ
TECHNICKÉ
V PRAZE

FAKULTA
STROJNÍ

 PROMÍTÁNÍ: ( ISO E )
1:5  

66
0

410

24
629
033
040

2

940

42
5

54
0

56
0

740

7
H14

1
KUSOVNÍK

POZICE KS NADPIS MATERIÁL
1 2 TR 4HR 40x2 - 940 ČSN 42 5720 11 373

2 4 TR 4HR 40x2 - 700 ČSN 42 5720 11 373

3 4 TR 4HR 40x2 - 620 ČSN 42 5720 11 373

4 8 TR 4HR 40x2 - 330 ČSN 42 5720 11 373

5 1 TR OBD 60x40x2 - 330 ČSN 42 5720 11 373

6 1 TR 4HR 60X4 - 410 ČSN 42 5720 11 373

7 2  L 60x40x5 - 330 ČSN 42 5545 11 373

8 1  L 40x3 - 330 ČSN 42 5720 11 373

9 1 TR 4HR 40x2 - 38 ČSN 42 5720 11 373

10 1 TYČ PLOCHÁ 60x5 - 330 ČSN 42 5522 11 373

11 1 TYČ PLOCHÁ 50x8 -165 ČSN 42 5522 11 373
12 1 TYČ PLOCHÁ 80x6-80 ČSN 42 5522 11 373
13 1 PLECH 2x60x40 ČSN 42 5315 11 373

47

25
0

27

74x H14

Ra 3,2

3 300
3 300

a3

1) NEOZNAČENÉ SVARY SVAŘOVAT DLE 
 
2) OTVORY Ø4,8 Ø6 Ø7 Ø10 VRTAT PO SVAŘENÍ 
DLE ŠABLONY

1

2

2

2

3

3

3

3
4

4

4

6

5

8

8

7

9

10

11
60

37
0

750

7
4x

H14

34
8

35
2

205
137

273

12

12

56

25
10
0

13 PLECH 2x60x40 ČSN 42 5315 11 373 1
12 TYČ PLOCHÁ 80x6 - 80 ČSN 42 5522 11 373 1
11 TYČ PLOCHÁ 50x8 - 165 ČSN 42 5522 11 373 1
10 TYČ PLOCHÁ 60x5 - 330 ČSN 42 5522 11 373 1
9 TRUBKA ČTVERCOVÁ 40x2 - 38 ČSN 42 5720 11 373 1
8 ÚHELNÍK NEROVNORAMENNÝ 60x40x5 - 330 ČSN 42 5545 11 373 2
7 ÚHELNÍK ROVNORAMENNÝ 40x3 - 330 ČSN 42 5541 11 373 1
6 TRUBKA OBDÉLNÍKOVÁ 60x40x2 - 410 ČSN 42 5720 11 373 1
5 TRUBKA ČTVERCOVÁ 60x4 - 410 ČSN 42 5720 11 373 1
4  TRUBKA ČTVERCOVÁ 40x2 - 330 ČSN 42 5720 11 373 8
3 TRUBKA ČTVERCOVÁ 40x2 - 620 ČSN 42 5720 11 373 4
2  TRUBKA ČTVERCOVÁ 40x2 - 700 ČSN 42 5720 11 373 4
1 TRUBKA ČTVERCOVÁ 40x2 - 940 ČSN 42 5720 11 373 2

POZICE NÁZEV-ROZMĚR NORMA MATERIÁL KS

1213

94x H13

151

16
3

18,5
4x

H14

72
0

10305

10

3

3

3

3

106
H14

28

205

16

59
0

2xØ4,8H14
a3

SVAŘENEC RÁMU

Ra 3,2


