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Potřeba teplé vody 

 

Energie potřebná na ohřev vody E se spočítá jako: 

Zdroj: http://tzb.fsv.cvut.cz/?mod=podklady&id=1 

Předpoklad spotřeby 50 litrů na osobu na den vychází z reálné dosavadní spotřeby 

uživatelů. 

 

E = V*ρ*c*(t2-t1) 

 

c Měrná tepelná kapacita 1,163 Wh/kg.K 

t1 
Teplota studené vody 

10 °C 

t2 
Teplota teplé vody 

55 °C 

ρ Hustota vody 1000 kg/m3 

z Ztráta při ohřevu 0,5 - 

V Potřeba teplé vody 50 l/os.den 

 

TUV 

 

Dny 
Potřeba 

TUV 
os 

Potřeba 

TUV 

Teplo pro 

ohřev E2t 

Ztráta 

zásobníku 

E2z 

Potřebná 

energie 

celkem  

E2p 

Potřebná 

energie 

celkem  

E2p 

 [-] [l/os.den] [-] [l] [kWh] [kWh] [kWh] [GJ] 

Leden 31 50 4 6200 324,477 162,239 486,716 1,75 

Únor 28 50 4 5600 293,076 146,538 439,614 1,58 

Březen 31 50 4 6200 324,477 162,239 486,716 1,75 

Duben 30 50 4 6000 314,010 157,005 471,015 1,70 

Květen 31 50 4 6200 324,477 162,239 486,716 1,75 

Červen 30 50 4 6000 314,010 157,005 471,015 1,70 

Červenec 31 50 4 6200 324,477 162,239 486,716 1,75 

Srpen 31 50 4 6200 324,477 162,239 486,716 1,75 

Září 30 50 4 6000 314,010 157,005 471,015 1,70 

Říjen 31 50 4 6200 324,477 162,239 486,716 1,75 

Listopad 30 50 4 6000 314,010 157,005 471,015 1,70 

Prosinec 31 50 4 6200 324,477 162,239 486,716 1,75 

Celkem 365 600  73000 3820,455 1910,228 5730,6825 20,63 

 

 

http://tzb.fsv.cvut.cz/?mod=podklady&id=1


Fototermický systém 

 

Stnovení zisků pomocí f-chart metody 

𝑓 = 1,029𝑌 − 0,065𝑋 − 0,246𝑌2 + 0,0215𝑌3
 

Kde X je poměr tepelných ztrát zařízení ke spotřebě tepla a Y je poměr pohlceného 

slunečního záření ke spotřebě tepla, platí za podmínky že 0≤X≤15 a 0≤Y≤3. 

Pokud f>1 tak se f -1. 

Celkový zisk systému Q se potom spočítá jako: 𝑄 = 𝑓𝐿 

 

𝑋 = 𝑈𝐿𝐹´𝑅(𝑇𝑅𝐸𝐹 − 𝑇𝑎)∆𝑡
𝐴𝐶

𝐿
   

𝑌 = 𝐹´𝑅(𝜏𝛼´)𝐻𝑇𝑁
𝐴𝐶

𝐿
   

Kde:  

𝑈𝐿 je koeficient ztráty tepla kolektoru [W/m2°C] 

𝐹´𝑅  je efektivita kolektoru [%] 

𝑇𝑅𝐸𝐹  je referenční teplota 100 °C   

𝑇𝑎  je průměrná měsíční teplota [°C] 

∆𝑡  je počet hodin v měsíci 

𝐴𝐶   je plocha kolektoru [m2] 

𝐿  je měsíční potřeba tepla [GJ] 

      (𝜏𝛼´) je optická účinnost panelu [%] 

𝐻𝐿 je měsíční průměrná solární radiace dopadající na kolektor [MJ/m2] 

𝑁 je počet dnů v měsíci 

 

Zdroj: ERIKSEN, Age Bredahl, Renewable energy, Vitus Bering CVU, 2nd edition, 2003 

 

Vlastnosti panelu viz technický list v této příloze 

 

Potřeba tepla na vytápění viz   Příloha 3.



 

 

Měsíc 

Dn

y 

TUV Vytáp

ění Záření Záření 

Průměrn

á T 

FR 

τα FR UL Ac 

x 

kolekt

orů 

Celkem 

plocha X Y f f Zisk 

 - 

[kW

h] [kWh] 

 

[Wh/

m2] 

 

[kWh/

m2]  [C°] - 

[W/m
2K] 

 

[m2

] -  [m2]     [kWh] 

Leden 31 
487 

2897 34547 34,547 -3,2 

0,8

27 3,347 

2,0

9 4 8,36 

0,6

2 

0,0

7 

0,0272

34 

0,0272

34 92,2 

Únor 28 
440 

2043 29428 29,428 -1,6 

0,8

27 3,347 

2,0

9 4 8,36 

0,7

5 

0,0

8 

0,0295

95 

0,0295

95 73,5 

Březen 31 
487 

1174 

70107,

5 

70,107

5 1,9 

0,8

27 3,347 

2,0

9 4 8,36 

1,1

9 

0,2

7 

0,1870

39 

0,1870

39 310,6 

Duben 30 
471 

486 

14189

0,5 

141,89

05 6,6 

0,8

27 3,347 

2,0

9 4 8,36 

1,9

1 

0,9

5 

0,6600

68 

0,6600

68 632,0 

Květen 31 
487 

139 

15281

6 

152,81

6 11,8 

0,8

27 3,347 

2,0

9 4 8,36 

2,8

5 

1,5

7 

0,9256

9 

0,9256

9 578,9 

Červen 30 
471 

0 

16547

7 

165,47

7 14,9 

0,8

27 3,347 

2,0

9 4 8,36 

3,5

3 

2,2

6 

1,1157

55 1 471,0 

Červen

ec 31 
487 

0 

16744

9 

167,44

9 16,1 

0,8

27 3,347 

2,0

9 4 8,36 

3,4

8 

2,2

1 

1,1063

92 1 486,7 

Srpen 31 
487 

0 

16993

4,5 

169,93

45 15,8 

0,8

27 3,347 

2,0

9 4 8,36 

3,4

9 

2,2

5 

1,1141

81 1 486,7 

Září 30 
471 

165 

12546

2,5 

125,46

25 12,3 

0,8

27 3,347 

2,0

9 4 8,36 

2,6

9 

1,2

7 

0,7934

07 

0,7934

07 504,8 

Říjen 31 
487 

615 92458 92,458 7,8 

0,8

27 3,347 

2,0

9 4 8,36 

1,6

9 

0,5

4 

0,3832

1 

0,3832

1 422,1 

Listop

ad 30 
471 

1799 

30194,

5 

30,194

5 2,4 

0,8

27 3,347 

2,0

9 4 8,36 

0,8

4 

0,0

9 

0,0329

87 

0,0329

87 74,9 

Prosin

ec 31 
487 

2629 

28510,

5 

28,510

5 -1,4 

0,8

27 3,347 

2,0

9 4 8,36 

0,6

6 

0,0

6 

0,0178

32 

0,0178

32 55,6 

                

4188,8

69 



Spotřeba elektrické energie 
Rozdělení dle spotřebičů, období a tarifu 

 

Příkony dle používaných spotřebičů 

Doba používání odhadnuta uživateli 

Cena kWh dle ceníků od dodavatele dle tarifu 

 

Spotřebič 

příko

n  

provoz (1 ks) 
celkem 

energie 
náklady 

průměrná 

spotřeba energie 
zimní období letní období 

T1 T2 T1 T2 L Z 

 

k

s W hod hod hod hod 

kWh/ 

rok Kč/rok 

kWh/ 

den 

kWh/ 

den 

Pračka  1 2200 18,25 73 18,25 73 401,5 952,358 1,1 1,1 

Myčka 1 1800 0 91,25 0 91,25 328,5 604,44 0,9 0,9 

PC 3 50 164,25 18,25 164,25 18,25 54,75 231,8115 0,15 0,15 

TV 1 50 328,5 36,5 328,5 36,5 36,5 154,541 0,1 0,1 

Varná konvice 1 1900 18,25 0 18,25 0 69,35 312,075 0,19 0,19 

Trouba 1 3000 36,5 0 36,5 0 219 985,5 0,6 0,6 

Sporák 1 4000 91,25 0 91,25 0 730 3285 2 2 

Lednice 1 80 2920 1460 2920 1460 700,8 2532,224 1,92 1,92 

Hi-fi 3 23 

243,33

3 

121,66

7 

243,33

3 

121,66

7 50,37 182,0036 0,138 0,138 

Tiskárna 1 540 5 0 5 0 5,4 24,3 

0,0147

95 

0,01479

45 

Mikrovlná 

trouba 1 1000 36,5 0 36,5 0 73 328,5 0,2 0,2 

Mixér 2 300 

5,2142

9 0 

5,2142

9 0 

6,25714

3 

28,15714

286 

0,0171

43 

0,01714

29 

Topinkovač 1 1200 

5,2142

9 0 

5,2142

9 0 

12,5142

9 

56,31428

571 0,034 0,0342 

Sušička  1 500 15 0 15 0 15 67,5 0,041 0,0410 

Vysavač 1 1000 6 0 6 0 12 54 0,032 0,0328 

Šicí stroj 1 70 50 0 50 0 7 31,5 0,019 0,0191 

Mobily 4 4 91,25 91,25 91,25 91,25 5,84 18,5128 0,016 0,016 

Tablet 1 5,4 12 0 12 0 0,1296 0,5832 

0,0003

55 

0,00035

51 

Žehlička 1 1100 5 0 5 0 11 49,5 

0,0301

37 

0,03013

7 

Digestoř 1 140 182,5 0 182,5 0 51,1 229,95 0,14 0,14 

Ventilátor 2 4 2920 1460 2920 1460 70,08 253,2224 0,192 0,192 

Ohřívač vody 1 2200 0 912,5 0 0 2007,5 3693,8 11 0 

ČOV 1 80 730 730 730 730 233,6 740,512 0,64 0,64 

Kotel 1 30 0 0 2920 1460 131,4 474,792 0 0,72 

Osvětlení  346,5     142,2 626 0,2923 0,4869 

CELKEM       5375,9 15921,7 19,77 9,69 

T1 4,5 kč/kWh 

T2 1,84 kč/kWh 



 

 

 

 

 

 

 

 Dny 

Průměrná 

spotřeba energie 

  kWh 

Leden 31 300,27 

Únor 28 271,21 

Březen 31 300,27 

Duben 30 593,14 

Květen 31 612,92 

Červen 30 593,14 

Červenec 31 612,92 

Srpen 31 612,92 

Září 30 593,14 

Říjen 31 300,27 

Listopad 30 290,58 

Prosinec 31 300,27 

 

Měsíční spotřeba dopočtena podle denní průměrné spotřeby dvou období: 19,7 a 9,7 

kWh. 

Shrnutí 

 

spotřeba 

energie náklady 

 kWh/rok Kč/rok 

Vytápění 131,4 474,792 

TV 2007,5 3693,8 

Lednička 700,8 2532,22 

Osvětlení 142,2 626 

Audio-video 92,71 355,057 

Počítače 54,75 231,812 

Varná konvice 69,35 312,075 

Vaření 1055,7714 4750,97 

Pračka 401,5 952,358 

Myčka 328,5 604,44 

ČOV 233,6 740,512 

Větrání 121,18 483,172 

Ostatní 36,7376 164,5 

 5375,9 15921,7 

Vytápění

TV

LedničkaOsvětleníAudio-video
Počítače

Varná 
konvice

Vaření

Pračka

Myčka
ČOV

Větrání Ostatní

SPOTŘEBA ELEKTRICKÉ ENERGIE [KWH/ROK]



 

Fotovoltaický systém 

 
Zdroj: ERIKSEN, Age Bredahl, Renewable energy, Vitus Bering CVU, 2nd edition, 2003 

 

 

Stanovení zisků po měsících 

 

Vlastnosti panelu viz technický list v této příloze 

 

 

Měsíc 

Dn

y Záření PR r Ac 

x 

kolektorů 

Celkem 

plocha Zisk JV 

Průměr. 

denní zisk 

 -  [kWh/m2] - -  [m2] -  [m2] [kWh] [kWh] 

Leden 31 29,547 0,75 16,6 1,63 7 11,39 41,893 1,351 

Únor 28 28,128 0,75 16,6 1,63 7 11,39 39,881 1,424 

Březen 31 67,544 0,75 16,6 1,63 7 11,39 95,766 3,089 

Duben 30 139,125 0,75 16,6 1,63 7 11,39 197,255 6,575 

Květen 31 152,816 0,75 16,6 1,63 7 11,39 216,666 6,989 

Červen 30 165,477 0,75 16,6 1,63 7 11,39 234,618 7,821 

Červenec 31 167,449 0,75 16,6 1,63 7 11,39 237,414 7,659 

Srpen 31 169,9345 0,75 16,6 1,63 7 11,39 240,938 7,772 

Září 30 125,4625 0,75 16,6 1,63 7 11,39 177,884 5,929 

Říjen 31 92,458 0,75 16,6 1,63 7 11,39 131,089 4,229 

Listopad 30 30,1945 0,75 16,6 1,63 7 11,39 42,811 1,427 

Prosinec 31 28,5105 0,75 16,6 1,63 7 11,39 40,423 1,304 

        1696,63  

 



Měsíc 

Dn

y Záření PR r Ac 

x 

kolektorů 

Celkem 

plocha Zisk JZ 

Průměr. 

denní 

zisk 

 -  [kWh/m2] - -  [m2] -  [m2] [kWh] [kWh] 

Leden 31 33,6 0,75 16,6 1,63 4 6,51 27,222 0,878 

Únor 28 28,538 0,75 16,6 1,63 4 6,51 23,121 0,826 

Březen 31 71,327 0,75 16,6 1,63 4 6,51 57,788 1,864 

Duben 30 131,8795 0,75 16,6 1,63 4 6,51 106,847 3,562 

Květen 31 153,717 0,75 16,6 1,63 4 6,51 124,539 4,017 

Červen 30 162,2625 0,75 16,6 1,63 4 6,51 131,463 4,382 

Červenec 31 162,451 0,75 16,6 1,63 4 6,51 131,616 4,246 

Srpen 31 165,5525 0,75 16,6 1,63 4 6,51 134,128 4,327 

Září 30 121,5475 0,75 16,6 1,63 4 6,51 98,476 3,283 

Říjen 31 87,993 0,75 16,6 1,63 4 6,51 71,291 2,300 

Listopad 30 30,0535 0,75 16,6 1,63 4 6,51 24,349 0,812 

Prosinec 31 28,318 0,75 16,6 1,63 4 6,51 22,943 0,740 

        953,783  

 

Celkový roční zisk je 2650 kWH. 

 

Porovnání spotřeby primární neobnovitelné energie 

 

 Spotřeba energie faktor Primární energie Ušetřeno 

Původní 5376,0 3 16128,0 

46% 
S 

využitím 

PV 

2725,58 3 8176,7 
8706,8 

2650,419 0,2 530,1 

 

 

 

 

 

 

 

 

 

 

 



Stanovení zisků – letní den 

 

JV 

Čas Záření Záření PR r Ac x kolektorů Celkem plocha Zisk Zisk JV 

-  [Wh/m2]  [kWh/m2] - -  [m2] -  [m2] [kWh] [Wh] 

1:00 0 0 0,75 16,6 1,63 7 11,39 0,000 0,000 

2:00 0 0 0,75 16,6 1,63 7 11,39 0,000 0,000 

3:00 0 0 0,75 16,6 1,63 7 11,39 0,000 0,000 

4:00 0 0 0,75 16,6 1,63 7 11,39 0,000 0,000 

5:00 82 0,082 0,75 16,6 1,63 7 11,39 0,116 116,262 

6:00 400 0,4 0,75 16,6 1,63 7 11,39 0,567 567,130 

7:00 670 0,67 0,75 16,6 1,63 7 11,39 0,950 949,943 

8:00 877 0,877 0,75 16,6 1,63 7 11,39 1,243 1243,433 

9:00 993 0,993 0,75 16,6 1,63 7 11,39 1,408 1407,901 

10:00 945 0,945 0,75 16,6 1,63 7 11,39 1,340 1339,845 

11:00 435 0,435 0,75 16,6 1,63 7 11,39 0,617 616,754 

12:00 374 0,374 0,75 16,6 1,63 7 11,39 0,530 530,267 

13:00 249 0,249 0,75 16,6 1,63 7 11,39 0,353 353,039 

14:00 145 0,145 0,75 16,6 1,63 7 11,39 0,206 205,585 

15:00 120 0,12 0,75 16,6 1,63 7 11,39 0,170 170,139 

16:00 68 0,068 0,75 16,6 1,63 7 11,39 0,096 96,412 

17:00 44 0,044 0,75 16,6 1,63 7 11,39 0,062 62,384 

18:00 15 0,015 0,75 16,6 1,63 7 11,39 0,021 21,267 

19:00 0 0 0,75 16,6 1,63 7 11,39 0,000 0,000 

20:00 0 0 0,75 16,6 1,63 7 11,39 0,000 0,000 

21:00 0 0 0,75 16,6 1,63 7 11,39 0,000 0,000 

22:00 0 0 0,75 16,6 1,63 7 11,39 0,000 0,000 

23:00 0 0 0,75 16,6 1,63 7 11,39 0,000 0,000 

0:00 0 0 0,75 16,6 1,63 7 11,39 0,000 0,000 

 

  



Stanovení zisků – letní den 

 

JZ 

Čas Záření Záření PR r Ac x kolektorů Celkem plocha Zisk Zisk JZ 

-  [Wh/m2]  [kWh/m2] - -  [m2] -  [m2] [kWh] [Wh] 

1:00 0 0 0,75 16,6 1,63 4 6,51 0,000 0,000 

2:00 0 0 0,75 16,6 1,63 4 6,51 0,000 0,000 

3:00 0 0 0,75 16,6 1,63 4 6,51 0,000 0,000 

4:00 0 0 0,75 16,6 1,63 4 6,51 0,000 0,000 

5:00 27 0,027 0,75 16,6 1,63 4 6,51 0,022 21,875 

6:00 44 0,044 0,75 16,6 1,63 4 6,51 0,036 35,648 

7:00 52 0,052 0,75 16,6 1,63 4 6,51 0,042 42,130 

8:00 198 0,198 0,75 16,6 1,63 4 6,51 0,160 160,417 

9:00 432 0,432 0,75 16,6 1,63 4 6,51 0,350 350,000 

10:00 611 0,611 0,75 16,6 1,63 4 6,51 0,495 495,024 

11:00 403 0,403 0,75 16,6 1,63 4 6,51 0,327 326,505 

12:00 385 0,385 0,75 16,6 1,63 4 6,51 0,312 311,922 

13:00 266 0,266 0,75 16,6 1,63 4 6,51 0,216 215,510 

14:00 155 0,155 0,75 16,6 1,63 4 6,51 0,126 125,579 

15:00 135 0,135 0,75 16,6 1,63 4 6,51 0,109 109,375 

16:00 84 0,084 0,75 16,6 1,63 4 6,51 0,068 68,056 

17:00 59 0,059 0,75 16,6 1,63 4 6,51 0,048 47,801 

18:00 21 0,021 0,75 16,6 1,63 4 6,51 0,017 17,014 

19:00 0 0 0,75 16,6 1,63 4 6,51 0,000 0,000 

20:00 0 0 0,75 16,6 1,63 4 6,51 0,000 0,000 

21:00 0 0 0,75 16,6 1,63 4 6,51 0,000 0,000 

22:00 0 0 0,75 16,6 1,63 4 6,51 0,000 0,000 

23:00 0 0 0,75 16,6 1,63 4 6,51 0,000 0,000 

0:00 0 0 0,75 16,6 1,63 4 6,51 0,000 0,000 

 

  



 

Odhad spotřeby – letní den 

 

Spotřeba po hodinách procentuálně odhadnuta uživateli a konkrétní hodnoty 

spočteny z průměrné denní letni spotřeby. 

 

Spotřeba Spotřeba 

[%] [Wh] 

2 395,6 

2 395,6 

2 395,6 

2 395,6 

3 593,4 

4 791,2 

6 1186,8 

5 989 

3 593,4 

2 395,6 

2 395,6 

2 395,6 

5 989 

7 1384,6 

6 1186,8 

5 989 

5 989 

5 989 

5 989 

6 1186,8 

7 1384,6 

6 1186,8 

5 989 

3 593,4 

100 19780 
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PV zisk letní den - spotřeba

Zisk JV [Wh] Zisk JZ [Wh] Spotřeb



 

Návratnost investice 

 

7 panelů 

Spotřeba energie 5375,999 kWh 

Náklady původní 15921,714 Kč 

Zisk PV 1696,6357 kWh 

Energie z druhého zdroje 3679,3633 kWh 

Ušetřeno 7635 Kč 

 

Investice 95 000 Kč 

Návratnost 12,4 let 

 

11 panelů 

Spotřeba energie 5376,0 kWh 

Náklady původní 15921,7 Kč 

Zisk PV 2650,4 kWh 

Energie z druhého 

zdroje 2725,6 kWh 

Ušetřeno 11927 Kč 

Dotace 70000 Kč 

 

Investice 130 000 Kč 

Návratnost 10,9 Let 

Návratnost s dotací 5,03 let 

 



en.gclsi.com

Selected encapsulating 
material and stringent 
production process control 
ensure the product is highly 
PID resistant and snail trails 
free

Sand blowing test, salt mist 
test and ammonia test 
passed to endure harsh 
environments

Optimized system 
performance due to  module 
level current sorting

Special cell process ensures 
great performance under low 
irradiance conditions...

High conversion efficiency 
due to top quality wafers and 
advanced cell technology

Highly transparent 
self-cleaning glass brings 
additional yield and easy 
maintenance

Power Output 
Guarantee

Maximum Module 
Efficiency

Maximum Power 
Output

Company Introduction

● World-class manufacturer of crystalline silicon photovoltaic modules
● Fully automatic facility and world-class technology
● Rigorous quality control to meet the highest standard: ISO9001:2015, 
   ISO14001: 2015 and OHSAS: 18001 2007
● Tested for harsh environments (salt mist, ammonia corrosion and sand 
    blowing test: IEC 61701, IEC 62716, DIN EN 60068-2- 68)
● Long term reliability tests
● 2*100% EL inspection ensuring defect-free modules

GCL Delivers Reliable Performance Over Time

* Please refer to GCL for details

Additional Insurance Backed by Swiss RE

GCL System Integration Technology Co. Ltd (002506 Shenzhen Stock) (GCL 
System) is part of GOLDEN CONCORD Group (GCL) which is an international 
energy company specializing  in clean and sustainable power production. The 
group, founded in 1990 now employs 30,000 people. 
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Linear Performance Warranty

10 Years Product Warranty    25 Years Linear Power Warranty

* Please refer to GCL standard warranty for details

Years

GCL SI Standard Linear Warranty

0~+5W

18.7%

305W
GCL-JUPITER Series

GCL-P6/60
GCL-P6/60H
270-305W
Polycrystalline Module

Cell Type

5BB MBB



CAUTION: READ INSTALLATION MANUAL BEFORE USING THE PRODUCT

Contact Us for More Information

website: en.gclsi.com      email: gclsisales@gclsi.com

GCL-EN-P6/60-2018-V2.0

Maximum RatingsTemperature Ratings

Module Dimension

Operational Temperature

Maximum System Voltage

Max Series Fuse Rating

Packaging Configuration

Module per box

Module per 40' container

Mechanical Data

* For more details please check the installation manual of GCLSI

Solar Cell Type

Number of Cells

Dimensions of Module L*W*H (mm)

Weight  (kg)

Glass

Backsheet

Frame

J-Box

Cable

Number of diodes

Wind/ Snow Load

Connector

Optional

Connector: Original MC4

U-I Curve at Different Temperature  (290W)

U-I/P-U Curve at Different Irradiation (290W)

Cell temp.=25°C 
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Voltage(V)
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Incident Irrad.=1000W/m2

Cell temp.=10°C 
Cell temp.=25°C 
Cell temp.=40°C 
Cell temp.=55°C 
Cell temp.=70°C 
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1000W/m2

800W/m2

600W/m2

400W/m²
200W/m2

* Irradiance 1000W/m², Module Temperature 25°C, Air Mass 1.5

* Irradiance 800W/m², Ambient Temperature 20°C, Wind Speed 1m/s

Maximum Power 

Maximum Power Voltage  

Maximum Power Current   

Open Circuit Voltage    

Short Circuit Current  

Module Efficiency  

Power Output Tolerance  

Pmax(W)

Vmp(V)

Imp(A)

Voc(V)

Isc(A)

(%) 

(W)

Maximum Power  

Maximum Power Voltage   

Maximum Power Current  

Open Circuit Voltage

Short Circuit Current 

Pmax (W)

Vmp (V)

Imp (A)

Voc(V)

Isc (A)

Electrical Specification (STC*)

Electrical Specification (NOCT*)

Nominal  Operating Cell
Temperature (NOCT)

Temperature Coefficient of ISC

Temperature Coefficient of VOC

Temperature Coefficient of PMAX

-40~+85°C 

1000V DC

1500V DC-(H)

15A

GCL-P6/60
GCL-P6/60H 270-305W

Poly 156.75×156.75mm         

60 Cells (6×10)

1640×992×35mm (64.56 × 39.05 × 1.38 inches)

18.1kg

High transparency solar glass 3.2mm (0.13 inches) 

White

Silver, anodized aluminium alloy

IP68 Rated

4.0mm2 (0.006 inches2 ), 900mm (35.4 inches)

3

2400Pa/5400Pa*

MC4 Compatible

GCL-Jupiter Series
Polycrystalline Module

Back View
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30 pieces

840 pieces

45±2°C

+0.050%/°C

-0.30%/°C

-0.39%/°C
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