
Technical Proposal Date:

Proposal number:

Customer:

Project:

Motor type:

Nominal data:

Battery voltage  UBatt = 48 V

Motor voltage UMot = 32 V3~

Power P2 = 6,5 kW

Current I = 163 Aeff

Speed n = 2605 rpm

Frequency f = 89 Hz

Protection class

Duty cycle

Operating points:

Pump capacity: 17,3 ccm

Unladen 3,07 9,9 2956 92 30 99,5 0,73 88,3 49,6

Loaded 8,14 26,3 2956 194 30 101 0,9 90,1 49,6

Relief point 17 64,8 2508 455 30 90 0,87 82,4 42,1

(calcualted values +/-15%)

AF_34064761

Doosan Bobcat EMEA

S100 Skid Steer Loader

207

System 

pressure

[bar]

31,5

84

Duty type

M

[Nm]

P 

[kW]

Remarks / Additional Parts

·        Motor includes a pick-up speed sensor with 64 p/r.

·        Motor includes a thermal sensor type PT1000
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Given/calculated pump data:

Pump capacity [ccm]

System pressure [bar]

Oil flow rate [l/min]

For more technical information please contact Mr. Reinhold Seger

Tel.: +49/(0)8462-204-260

Fax:  +49/(0)8462-204-117

E-Mail: Reinhold.Seger@schabmueller.de

Website: www.schabmueller.de
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