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SUPPORTS
- INNER BOLTS
- 8X BOLTS Ø 10 MM + WASHER + NUTS

Rails
- Ø 50 mm

- DOOR PANEL

- Support anchors with right angle steel plates

- Frame supported on the slab

internal part

External finishing:

- Window body

- window head

-Foam glass

SLOPE = 2 %

Schlüter ® - KERDI / KERDI-KEBA
Hydroinsulation made of soft polyethylene

Ceramic tiles TAURUS 200 X 200 X 10 mm + Grout

FLEXABLE BINDER FOR THE TILE

HYDROIZOLACE SCHLUTER DITRA
Schlüter ® DITRA 25 is a polyethylene belt with dovetail shaped square moldings

LEVELLING SCREED
WEBER.BAT
 DEKPRIMER ASPHALT PENTRATION COATING
DEKPRIMER is cold processable bituminous emulsion primer on concrete .
weberbat levelling screed
RC Slab
Monolithic Reinforced concrete slab
EXTERNAL PLASTER WEBER.MUR 5
Easily workable colored pasty plaster, comprising an organic binder
silicone silicate thin plaster progressive self-cleaning effect

Tl.5mm

Tl.4mm

Tl.3mm

Tl.10 mm

BC

Tl.4mm

Tl.200mm

Tl.30 mm

-weber.pas aqua Balance thin plaster
Easily workable colored pasty plaster, comprising an organic binder
silicone silicate thin plaster progressive self-cleaning effect

-Coating under Plaster UNI
colored primer based on acrylate dispersion for the uniform
 absorption and color of the substrate (consumption of 0.18 kg / m2)
-Base Layer + Reinforcing fabric mesh
glass fiber reinforcing fabric  of 145 g / m2 (Vertex R 117) is pushed into the layer of
backfilling DEKTHERM STANDARD
-Facade polystyrene EPS 100 NEO
Facade polystyrene EPS 70 F is thermal insulation of facades. low weight,
 good workability, very low water absorption 
-First Layer Adhesive Dektherm Standard
one-component adhesive cement materials (amount  is 40% of the plate
 surface which is 4 kg / m2)
-Reinforced concrete slab C40/50
-INTERNAL PLASTER WEBER.MUR 5
Gypsum plaster for porous EDGING interior walls and ceilings

Tl.4mm

Tl.6mm

Tl.20mm

Tl.10mm

Tl.60mm

Tl.200mm

Mounting Foam

TF

PVC plank wooden color
Easily workable colored pasty plaster, comprising an organic binder
silicone silicate thin plaster progressive self-cleaning effect
weber.floor 4815
Dispersive substance, solvent-free liquid consistency, ready to use.
SPREADING CONCRETE SCREED
bearing layer of concrete reinforced with steel
KA RI welded networks 150/150/4
DEKSEPAR blue polyethylene film
DEKSEPAR film is lightweight type of low density polyethylene without a reinforcing
insert.
Isover EPS RigiFloor 4000
elasticized expanded polystyrene boards with low dynamic stiffness fo
r the impact sound insulation of heavy floating floors
RC Monolithic Concrete slab C40/50

-SCHOCK ISOKORB TYPE K.     tl.200mm

heat performance is done
by means of double glassing

heat performance is done
    by means of double glassing
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